
Reverse Osmosis C1002 Series XLP-4040 Membrane 
Models: RO C1002 , RO C1002A , RO C1002X, RO C1002XA
Operating Parameters
Feed Flow Rate, gpm : 3.3
Permeate Flow Rate, gpm : 2.5
Permeate Flow Rate, gpd : 3,600
Concentrate Flow Rate, gpm : 0.8
Recycle Flow Rate, gpm : 4.5

Skid Process Connections
Inlet Feed, in : 0.75
Permeate, in : 0.5
Concentrate, in : 0.5

Membrane Autoflush
C1002 / C1002X : No
C1002A / C1002XA : Yes

System Series Design Data
Controller Model, series : 100
Membrane, type : XLP
Membrane Size, in : 4x40
Membrane, qty. : 2
Array : 1:1
Shipping Weight, lbs. : 170
Operating Weight, lbs. : 255
Space Req'd in, L x W x H : 22x30x49

Electrical Specifications
Pump, hp : 1.0
C1002 / C1002A Voltage, V : 110
C1002X / C1002XA Voltage, V : 220

Design Parameters
Feed Water Source : Softened
Feed Water Fouling Index : SDI <3
Design Temperature, °C : 10.0
Inlet Pressure Required, psi : 25-50
System Recovery, % : 75.0
Total Dissolved Solids, mg/L : <300

* Lower temperatures may require larger pump
* Any feed water parameters outside of design contact Excalibur Water Systems
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